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Ajax FireProtect Sounder EN54

Ajax FireProtect Sounder EN54

Bezvadu adres€éjama ugunsgréka trauksmes siréna (EN54)

KOMPLEKTACIJA

e EN54 FireProtect (Sounder) Jeweller

e 4 x CR123A baterija (ieprieks ievietotas)
e SmartBracket stiprindjuma panelis

¢ Montazas komplekts

* Atras palai$anas instrukcija

TRAUKSMES SIGNALIZACIJA
Trauksmes veids

Skalums 1 m attaluma (min.—maks.)

Stravas patérins trauksmes rezima
Skanas signalu kopa
Skanas sinhronizacija

Trauksmes signalizacijas tests

SAZINA

Sakaru tehnologija

Frekvencu joslas

Maksimala efektiva izstarota jauda (ERP)
Modulacija

Radiosakaru diapazons

Sifrésana

Frekvencu lekasana

Sareme Latvia SIA - Grencu iela 2E, Riga, LV-1029 -

Bezvadu adreséjama ugunsgréeka trauksmes siréna lietoSanai ara un
iekstelpas. Ar CIE sazinas, izmantojot Jeweller radioprotokolu.

GALVENIE PARAMETRI

m  Skalums: [1ldz 100 dB 1 m attaluma, 32 toni

=  Stravas patérins trauksmes rezima: 55 mA

m  Aizsardzibas klase: IP54; no —10 °C [idz +60 °C

m Radiosakaru diapazons: lidz 1700 m (atklata vid€)

m  Baterijas: 4 x CR123A, darbibas laiks [idz 5 gadiem
skanas
1. tonis (970 Hz): 71-100 dB; 2. tonis (800 Hz / 970 Hz @ 2 Hz): 76-100
dB; 3. tonis (800-970 Hz @ 1 Hz): 76-96 dB; 6. tonis (554 Hz, 0,1 s / 440
Hz, 0,4 s): 72-92 dB; 7. tonis (500-1200 Hz, 3,5 s/ 0,5 s pauze): 75-98 dB;
13. tonis (1200-500 Hz @ 1 Hz): 75-98 dB
55 mA
32 toni
automatiski ar visam iericém ar sirénu, kas pieslégtas tai pasai CIE
parbauda, vai ugunsgréka trauksme telpas ir skaidri dzirdama
Jeweller — Ajax divvirzienu radioprotokols komandu, trauksmju un
notikumu parraidei
868,0-868,6 MHz; 868,7-869,2 MHz
idz 20 mW
GFSK
[ldz 1700 m (atklata vide)
bloku sifréSana ar dinamisku atslégu
ir (aizsardzibai pret radiotraucg&jumiem un slapésanu)
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BAROSANA
Baterija
leteicamais baterijas tips
Aprekinatais baterijas darbibas laiks
Bateriju maina bez instrumentiem

Aizsardziba pret nepareizu polaritati

KORPUSS
lzmeri
Svars
Darba temperatiras diapazons
Pielaujamais mitrums
Aizsardzibas klase (IP)
Uzliesmojamibas klase

Krasa

UZSTADISANA

LietoSana

SABOTAZAS AIZSARDZIBA
Sabotazas poga (tamper)
SmartBracket sledzene
Aizsardziba pret ierices viltoSanu

Sakaru zuduma noteiksana

SERTIFIKACIJA
EN 54 standarti
ES direktivas

PAPILDU INFORMACIJA

Garantija

4 x CR123A (ieprieks ievietotas)

Huiderui CR123A; 3 V; 1600 mAh; LiMnO,

lidz 5 gadiem

ir (pagriezot bateriju nodalijuma vacinu pretéji pulkstenradrtaja virzienam)

ir

145 % 145 x 51 mm
527 g

no —10 °C lidz +60 °C
lidz 80 %

IP54

UL 94 V-0

melna, balta, sarkana

ara un iekstelpas; uzstadiSanas vietu izvélas atbilstosi viet&jiem
ugunsdrosibas noteikumiem

klimes pazinojums, méginot nonemt ierici no stiprinajuma panela
noblokéta stavokli ierici nevar nonemt bez speciala instrumenta
ierices autentifikacija

péc 36 s

EN 54-3, EN 54-25
RED, EMC, LVD, RoHS

24 meénesi

Avots: razotaja oficiala tehniska specifikacija (https://ajax.systems/products/specs/en54-fireprotect-sounder-jeweller/), dati uz 07.10.2026. RaZotajs var
maintt specifikaciju bez iepriek$éja bridinajuma. Tulkojums latvie$u valoda — Sareme Latvia SIA.

RaZotaja lietoSanas instrukcija: https://ajax.systems/support/manuals/en54-fireprotect-sounder-jeweller/
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