P SAREME

TEHNISKA SPECIFIKACIJA
Omada EAP110-Outdoor

Omada EAP110-Outdoor

300 Mbps 802.11n ara piekluves punkts

EI

KOMPLEKTACIJA

e EAP110-Outdoor

» Pasivais PoE adapteris
¢ Barosanas vads

e Montazas komplekti

 Udensizturigs gumijas ieliktnis

 Udensizturigas antenas
e UzstadiSanas instrukcija

APARATURA
Saskarne
Poga

Barosana

Maks. energijas patéring
Izméri (P x Dz x A)
Antenas

Korpusa aizsardziba

Montaza

PARVALDIBA
Omada lietotne
Centralizéta parvaldiba
Makonpiekluve

E-pasta bridinajumi

LED ieslegSana/izslegsana

Parvaldibas MAC piekluves kontrole

SNMP

Sistémas zurnals
SSH

Timek|a parvaldiba
L3 parvaldiba

Omada EAP110-Outdoor ir 300 Mbps 802.11n ara piekluves punkts ar IP65
korpusu un divam aréjam antenam. Tas darbojas no —30 °C idz +65 °C, tiek
barots ar 24 V pasivo PoE un tiek parvaldits ar Omada kontrolieri vai lietotni.

GALVENIE PARAMETRI

Wi-Fi: IEEE 802.11n, lidz 300 Mbps
Vienlaicigi klienti: 100+

Korpuss: IP65

BaroSana: 24 V pasivais PoE
Antenas: 2x 3 dBi aréjas

Darba temperatira: no —30 °C lidz +65 °C

1x Fast Ethernet (RJ45) ports (atbalsta pasivo PoE)
Reset

24V pasivais PoE (+4,5 kontakti; —7,8 kontakti; PoE adapteris ieklauts, tikai
lietoSanai sausas iekstelpas)

312W

46 x 26,7 x 214,9 mm

2x 3 dBi arejas visvirzienu, udensizturigas
IP65

uz staba / pie sienas (komplekti iek|auti)

Ja

Omada aparatdras kontrolieris; Omada programmaturas kontrolieris
nepiecieSams Omada kontrolieris (caur timekli vai lietotni)
Ja

Ja

Ja

v1,v2c

lokalais/attalais Syslog

Ja

HTTP/HTTPS

Ja

Sareme Latvia SIA - Grencu iela 2E, Riga, LV-1029 - +371 28330074 - info@sareme.lv - www.sareme.lv 1/2


https://www.sareme.lv

P SAREME

TEHNISKA SPECIFIKACIJA
Omada EAP110-Outdoor

Vairaku objektu parvaldiba
Parvaldibas VLAN

BEZVADU TIKLS
Vienlaicigi klienti
Bezvadu standarti
Frekvence

Datu parraides atrums

Bezvadu funkcijas

RaidiSanas jauda

DROSIBA

Bezvadu droSiba

SERTIFIKACIJA
Sertifikati

Sistémas prasibas

VIDE
Darba temperatira
Uzglabasanas temperatira
Darba mitrums

Uzglabasanas mitrums

100+
IEEE 802.11n/g/b
2,4 GHz

11n: lidz 300 Mbps (dinamisks); 11g: ldz 54 Mbps (dinamisks); 11b: lidz
11 Mbps (dinamisks)

[idz 8 SSID; radio ieslégSana/izslégSana; automatiska kanalu pieskirsana;
raidiSanas jaudas regulé$ana (dBm); nepartraukta viesabonésana
(802.11r); QoS (WMM); slodzes lidzsvarosana; atruma ierobezosana;
parstartéSanas grafiks; bezvadu tikla grafiks; bezvadu statistika pec SSID/
AP/klienta

CE: = 20 dBm (EIRP); FCC: < 22 dBm

autorizacijas portals (Captive Portal); piek|Juves kontrole; bezvadu MAC
adresu filtréSana; klientu bezvadu izolacija; SSID piesaiste VLAN;
neautorizétu AP noteik§ana (Rogue AP Detection); 802.1X atbalsts;
64/128/152 bitu WEP / WPA / WPA2-Enterprise, WPA-PSK / WPA2-PSK

CE, FCC, RoHS

Microsoft Windows XP, Vista, Windows 7, Windows 8, Windows 10,
Windows 11, Linux

no —-30 °C lidz +65 °C
no —40 °C Iidz +70 °C
10-90 %, bez kondensata

5-90 %, bez kondensata

Avots: razotaja oficiala tehniska specifikacija (https://www.omadanetworks.com/en/business-networking/omada-wifi-outdoor/eap110-outdoor/), dati uz
21.10.2026. Razotajs var mainit specifikaciju bez iepriek$éja bridinajuma. Tulkojums latvieSu valoda — Sareme Latvia SIA.

Razotaja dokumentacija: https://www.omadanetworks.com/en/business-networking/omada-wifi-outdoor/eap110-outdoor/
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