P SAREME

TEHNISKA SPECIFIKACIJA
Omada EAP225-Outdoor

Omada EAP225-0Outdoor

AC1200 iekstelpu/ara MU-MIMO gigabitu piekluves punkts

Omada EAP225-Outdoor ir AC1200 divjoslu MU-MIMO piek|uves punkts ar
IP65 korpusu un aréjam antenam. Tas darbojas no =30 °C Iidz +70 °C, tiek
barots ar 802.3af PoE vai 24 V pasivo PoE un tiek parvaldits ar Omada
kontrolieri vai lietotni.

GALVENIE PARAMETRI

= Wi-Fi: IEEE 802.11ac, 300 + 867 Mbps
= Korpuss: IP65
m  BaroSana: 802.3af PoE / 24 V pasivais PoE
= Antenas: 2x aréjas nonemamas
= Maks. patérins: 10,5 W
KOMPLEKTACIJA m  Darba temperatura: no =30 °C lidz +70 °C

¢ Piekluves punkts EAP225-Outdoor
» Pasivais PoE adapteris

¢ Barosanas vads

e Montazas komplekti

e UzstadiSanas instrukcija

« (Udensizturigs gumijas ieliktnis
 Udensizturigas antenas

1x gigabitu Ethernet (RJ45) ports (atbalsta 802.3af/at PoE (Alternative A)

APARATURA
Saskarne
un pasivo PoE)
Poga Reset
BaroSana

Maks. energijas patéring
Izméri (P x Dz x A)

Antenas

Korpusa aizsardziba

Montaza

PARVALDIBA
Omada lietotne

Centralizéta parvaldiba

Makonpiekluve

802.3af PoE; 24 V pasivais PoE (+4,5 kontakti; —7,8 kontakti; PoE adapteris
ieklauts, tikai lietoSanai sausas iekstelpas)

10,5W
46 x 26,7 x 214,9 mm (bez antenam un montazas komplekta)

2 divjoslu visvirzienu antenas (aréjas, nonemamas); 2,4 GHz: 2x 3 dBi; 5
GHz: 2x 5 dBi

IP65

uz staba / pie sienas (komplekti iek|auti)

Ja

Omada makona kontrolieris; Omada aparaturas kontrolieris; Omada
programmatdras kontrolieris

Ja, nepiecieSams Omada kontrolieris

E-pasta bridinajumi Ja
Parvaldibas MAC piekluves kontrole Ja
SNMP v1,v2c, v3
Sistémas zurnals Ja
SSH Ja
Timekla parvaldiba Ja
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L3 parvaldiba Ja
Vairaku objektu parvaldiba Ja
Parvaldibas VLAN Ja
Zero-Touch Provisioning (ZTP) Ja, nepiecie§ams Omada makona kontrolieris

BEZVADU TIKLS

Bezvadu standarti IEEE 802.11a/b/g/n/ac
Frekvence 2,4 GHz, 5 GHz
Datu parraides atrums 802.11ac: 6,5-867 Mbps (MCS0-MCS9, NSS = 1-2, VHT20/40/80);

802.11n: 6,5-300 Mbps (MCS0-MCS15, HT20/40); 802.11g: 6,9, 12, 18,
24,36, 48, 54 Mbps; 802.11b: 1,2, 5,5, 11 Mbps; 802.11a: 6,9, 12, 18, 24,

36, 48, 54 Mbps

Bezvadu funkcijas [ldz 16 SSID (8 katrai joslai); radio ieslégsana/izslegSana; automatiska
kanalu pieskir§ana; raidiSanas jaudas regulésana (dBm); QoS (WMM); MU-
MIMO; nepartraukta viesabonésana (802.11k/v/r); Omada Mesh;
vienlidzigs &tera laiks (Airtime Fairness); staru formésana (beamforming);
joslu vadiba; slodzes lidzsvaroSana; atruma ierobezoSana; parstartéSanas
grafiks; bezvadu tikla grafiks; bezvadu statistika péc SSID/AP/klienta

Raidisanas jauda CE: <20 dBm (2,4 GHz, EIRP), < 27 dBm (5 GHz, EIRP); FCC: < 23 dBm (2,4
GHz), < 22 dBm (5 GHz)

DROSIBA

Bezvadu drosiba autorizacijas portals (Captive Portal); piekJuves kontrole; bezvadu MAC
adresu filtréSana; klientu bezvadu izolacija; SSID piesaiste VLAN;
neautorizétu AP noteik§ana (Rogue AP Detection); 802.1X atbalsts

SERTIFIKACIJA
Sertifikati CE, FCC

Sistémas prasibas Microsoft Windows XP, Vista, Windows 7, Windows 8, Windows 10,
Windows 11, Linux

VIDE
Darba temperatira no —30 °C lidz +70 °C
Uzglabasanas temperatira no —-40 °Clidz +70 °C
Darba mitrums 10-90 %, bez kondensata
Uzglabasanas mitrums 5-90 %, bez kondensata

Avots: razotaja oficiala tehniska specifikacija (https://www.omadanetworks.com/en/business-networking/omada-wifi-outdoor/eap225-outdoor/), dati uz
21.10.2026. Razotajs var mainit specifikaciju bez iepriek$éja bridinajuma. Tulkojums latvie$u valoda — Sareme Latvia SIA.

Razotaja dokumentacija: https://static.tp-link.com/upload/manual/2026/202605/20260529/7100002698_EAP225-

Outdoor_IG_140x105%EF%BC%880madaNewVI%EF%BC%89.pdf
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