P SAREME

TEHNISKA SPECIFIKACIJA
Omada EAP770

Omada EAP770

BE9300 trisjoslu Wi-Fi 7 griestu piek|luves punkts

KOMPLEKTACIJA

e Omada griestu piekluves punkts EAP770

¢ UzstadiSanas instrukcija

e Barosanas adapteris

e Griestu / sienas / sadales karbas
montazas komplekti

APARATURA
Saskarne
Poga
Antenas

Bluetooth

BAROSANA
BarosSanas avots

Maks. energijas patérins

KORPUSS
Izméri (P x D x A)
Svars

Montaza

Omada EAP770 ir trisjoslu Wi-Fi 7 griestu piek|uves punkts ar 2,5G Ethernet
portu. Tas nodrosSina parklajumu Iidz 140 m? un vairak neka 380 vienlaicigu
klientu. Parvaldiba ar Omada lietotni un Omada kontrolieriem.

GALVENIE PARAMETRI

Signala atrums: 688 + 2882 + 5765 Mbit/s
Ports: 1x 2,5G Ethernet

Barosana: 802.3at PoE vai 12V DC
Parklajums: 140 m?

Vienlaicigi klienti: 380+

Bluetooth: 5.2

1x 2,5G Ethernet ports
Reset
2,4 GHz: 2x 4,0 dBi; 5 GHz: 2x 5,0 dBi; 6 GHz: 2x 5,0 dBi

1x 4,0 dBi, Bluetooth 5.2; var bit nepiecieSams programmaparatiras
atjauningjums

802.3at PoE vai 12 V/2,5 ADC
24,05 W (PoE); 20,92 W (DC)

220 x 220 x 32,5 mm
730 g (neto, saskana ar datu lapu)

griestu / sienas / sadales karbas montaza (komplekti iek|auti)
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PARVALDIBA
Omada lietotne

Centralizeta parvaldiba

Makona piek|uve

E-pasta bridinajumi

LED ieslégsanas/izslégsanas vadiba
Parvaldibas MAC piekluves kontrole

SNMP

Sistémas Zurnals (lokalais/attalais Syslog)

Timek|a parvaldiba

BEZVADU TIKLS
Parklajums
Vienlaicigi klienti
Bezvadu standarti
Frekvence
Signala atrums

Bezvadu funkcijas

Raidi$anas jauda

DROSIBA

Bezvadu tikla drosiba

SERTIFIKACIJA
Sertifikati

VIDE
Darba temperatira
Uzglabasanas temperatira
Darba mitrums

Uzglabasanas mitrums

PIEZIMES

Piezime

Ja

Omada makona kontrolieris; Omada aparatiras kontrolieris; Omada
programmatdras kontrolieris

Ja, nepiecieSams Omada kontrolieris
Ja

Ja

Ja

v1,v2c, v3

Ja

Ja

140 m2

380+

IEEE 802.11 a/b/g/n/ac/ax/be

6 GHz, 5 GHz un 2,4 GHz

688 Mbit/s (2,4 GHz) + 2882 Mbit/s (5 GHz) + 5765 Mbit/s (6 GHz)

MLO; 4K-QAM; MU-MIMO; 320 MHz joslas platums; Mesh*; nepartraukta
viesabonésana (roaming, 802.11k/v/r)*; BSS Coloring; OFDMA,; slodzes
[ldzsvaro$ana; joslu vadiba; staru formésana (beamforming); vienlidzigs
étera laiks (Airtime Fairness); vairaki SSID: 24 (8 katra josla); bezvadu tikla
grafiks; parstartésanas grafiks; QoS (WMM); atruma ierobeZosana;
statiska/dinamiska IP adrese; RADIUS uzskaite (Accounting); MAC
autentifikacija

<20 dBm (2,4 GHz, EIRP); < 23 dBm (5 GHz, 1. un 2. josla, EIRP); < 28 dBm
(5 GHz, 3. josla, EIRP); < 23 dBm (6 GHz, EIRP)

autentifikacija ar autorizacijas portalu (Captive Portal)*; piekluves kontrole;
MAC filtrs (Iidz 4000 ierakstiem); klientu izolacija bezvadu tikla; VLAN;
neatlautu piekjuves punktu (Rogue AP) noteik§ana; WPA-Personal/
Enterprise, WPA2-Personal/Enterprise, WPA3-Personal/Enterprise

CE, FCC,IC

no 0 °C lidz +40 °C
no —40 °C lidz +70 °C
10-90 %, bez kondensata

5-90 %, bez kondensata

* Mesh, nepartrauktai viesabonésanai (ja atziméta), autorizacijas portalam
(Captive Portal) un makona piek|uvei nepiecieSams Omada kontrolieris; Wi-
Fi 7 funkcijam nepiecieSams klientu iericu atbalsts

Avots: razotaja oficiala tehniska specifikacija (https://www.omadanetworks.com/en/business-networking/omada-wifi-ceiling-mount/eap770/), dati uz
21.10.2026. Razotajs var mainit specifikaciju bez iepriek$€ja bridinajuma. Tulkojums latvieSu valoda — Sareme Latvia SIA.

Razotaja dokumentacija: https://www.omadanetworks.com/en/business-networking/omada-wifi-ceiling-mount/eap770/
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