P SAREME

TEHNISKA SPECIFIKACIJA
Omada ER7406

Omada ER7406

Gigabitu VPN mars$rutétajs montazai statné vai uz galda

KOMPLEKTACIJA
e ER7406
¢ barosanas vads

¢ atras uzstadiSanas instrukcija
¢ statnes montazas komplekts

APARATURA

Standarti un protokoli

Saskarnes

Tikla vide

Ventilatori
Poga
BaroSana
Flash

DRAM

LED indikatori

Izméri (P x D x A)
Aizsardziba
Montaza

Maks. energijas patéring

VEIKTSPEJA
Vienlaicigas sesijas
Jaunas sesijas sekundé
NAT (statiska IP)

NAT (DHCP)
NAT (PPPOE)

Omada ER7406 ir gigabitu VPN marsrutétajs ar SFP WAN/LAN, gigabitu WAN
un 4 gigabitu LAN/WAN portiem montazai statné vai uz galda. Tas atbalsta
[1ldz 150 000 vienlaicigu sesiju, IPsec, SSL VPN, OpenVPN un WireGuard VPN,
IDS/IPS un DPI. Parvaldiba iesp&jama atseviski vai ar Omada kontrolieri.

GALVENIE PARAMETRI

m  Porti: 1x SFP, 1x WAN, 4x LAN/WAN (gigabitu)
m  Vienlaicigas sesijas: 150 000

= |Psec VPN: 100 tuneli

= WireGuard VPN: 341,3 Mbps

m  Barosana: 100-240 V AC

= Montaza: galda vai statnes

IEEE 802.3, IEEE 802.3u, IEEE 802.3ab, IEEE 802.3z, IEEE 802.3x, IEEE
802.1q; TCP/IP, DHCP, ICMP, NAT, PPPoE, NTP, HTTP, HTTPS, DNS, IPsec,
PPTP, L2TP, OpenVPN, WireGuard VPN, GRE VPN, SNMP, LLDP

1x gigabitu SFP WAN/LAN ports; 1x gigabitu WAN ports; 4x gigabitu LAN/
WAN porti; 1x USB 3.0 ports (USB LTE modems un USB atmina)

T0BASE-T: UTP 3., 4., 5. kategorijas kabelis (maks. 100 m), EIA/TIA-568
100 Q STP (maks. 100 m); T00BASE-TX: UTP 5., 5e kategorijas kabelis
(maks. 100 m), EIA/TIA-568 100 Q STP (maks. 100 m); T000BASE-T: UTP
5., 5e, 6. kategorijas kabelis (maks. 100 m)

bez ventilatora

Reset poga

100-240 V AC, 50/60 Hz
128 MB NAND

512 MB DDR4

PWR, SYS, SFP, USB, WAN (1000M Link/Act, 100/10M Link/Act), WAN/LAN
(1000M Link/Act, 100/10M Link/Act)

294 x 140 x 44 mm
4 kV parsprieguma aizsardziba
galda; statnes (rack)

7,5 W (ar pievienotu USB 3.0); 4,5 W (bez USB 3.0)

150 000

4600

945,3 Mbps / 940,5 Mbps
939,6 Mbps / 940,9 Mbps
943,6 Mbps / 940,9 Mbps
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NAT (L2TP)

NAT (PPTP)

66 baitu pakesu parsutiSanas atrums
1518 baitu pakesu parsutisanas atrums

IPsec VPN caurlaidspéja

GRE caurlaidspéja

WireGuard VPN caurlaidspéja
OpenVPN caurlaidspéja
L2TP VPN caurlaidspégja
PPTP VPN caurlaidspé€ja

SSL VPN caurlaidspéja

DPI caurlaidspéja

IPS caurlaidspéja

PAMATFUNKCIJAS
LAN DNS
WAN savienojuma tips
MAC klonésana
DHCP

Stateful ACL
QoS

Bridge VLAN
mDNS Repeater
IPve

VLAN
IPTV

VPN
GRE
SSL VPN
IPsec VPN

PPTP VPN

L2TP VPN
OpenVPN

WireGuard VPN
SD-WAN

908,6 Mbps / 918,4 Mbps
906,2 Mbps / 915,9 Mbps
1453 489 pps /1453 488 pps
81279 pps / 81 275 pps

ESP-SHA1-AES256: 885,3 Mbps; ESP-SHA256-AES256: 844,8 Mbps; ESP-
SHA384-AES256: 868,5 Mbps; ESP-SHA512-AES256: 849,5 Mbps

nesifréts: 1094,2 Mbps; Sifréts: 702,2 Mbps
341,3 Mbps

139,1 Mbps

nesifréets: 1422,4 Mbps; Sifréts: 686,2 Mbps
nesifréts: 1356,1 Mbps; Sifréts: 205,17 Mbps
131,6 Mbps

TCP: 933 Mbps; UDP: 927 Mbps

TCP: 918 Mbps; UDP: 920 Mbps

Ja
statiska IP; dinamiska IP; PPPoE (ar MRU konfiguraciju); PPTP; L2TP
WAN/LAN MAC adreses maina

DHCP serveris; DHCPv6 PD serveris (tikai Standalone rezima); DHCP opciju
pielagosana; DHCP adresSu rezervacija; vairakas IP saskarnes; Multi-Net
DHCP; WAN DHCP 60

J
Ja
Ja
Ja

(]

Static IP / SLAAC / DHCPv6 / PPPoE / 6to4 Tunnel / PassThrough / Non-
Address rezims

802.1Q VLAN

IGMP v2/v3 Proxy, Custom rezims, Bridge reZzims

Ja (tikai Standalone rezima)
50 tuneli

100 IPsec VPN tuneli; LAN-to-LAN, Client-to-LAN; Main, Aggressive sarunu
rezims; DES, 3DES, AES128, AES192, AES256 SifreSanas algoritmi; IPsec
Failover; IKE v1/v2; MD5, SHA1, SHA2-384 un SHA2-512 autentifikacijas
algoritmi; NAT Traversal (NAT-T); Dead Peer Detection (DPD); Perfect
Forward Secrecy (PFS)

PPTP VPN serveris; PPTP VPN klients (10); 50 tuneli; PPTP ar MPPE
Sifresanu
L2TP VPN serveris; L2TP VPN klients (10); 50 tuneli; L2TP over IPsec

OpenVPN serveris; OpenVPN klients (5); 55 OpenVPN tuneli; "Certificate +
Account" rezims; Full rezZims

Ja
Ja
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AUTENTIFIKACIJA

Timek|a autentifikacija

DROSIBA
IDS/IPS

Piekluves kontrole

DPI

DNS starpniekserveris (DNS Proxy)

Filtresana

Uzbrukumu aizsardziba

ARP parbaude

PARVALDIBA

Omada lietotne

Centralizeta parvaldiba

Piekluve no makona

Pakalpojumi

UzturéSana

Zero-Touch Provisioning (ZTP)

Parvaldibas funkcijas

PAPILDU FUNKCIJAS
MarsrutéSana
Joslas platuma kontrole

Slodzes lidzsvaro$ana

NAT

Sesiju ierobezojums

VIDE UN SERTIFIKACIJA
Darba temperatira
Uzglabasanas temperatra
Darba mitrums
Uzglabasanas mitrums

Sistémas prasibas

Sertifikati

bez autentifikacijas; vienkarsa parole; Hotspot (lokalais lietotajs / kupons /
SMS / RADIUS); aréjs RADIUS serveris; aréjs portala serveris; LDAP

uz parakstiem balstita IPS/IDS draudu noteik$ana

avota/galamérka IP ACL; Stateful ACL; IPv4/IPv6 ACL; uz valsti balstita
ACL; FQDN

Deep Packet Inspection; atbalsta 2421 lietotnu tipu
DNSSEC, DoH, DoT, DNS Override, DNS keSatmina
Web Group filtréSana; URL kategoriju un URL filtréSana; Web Security

TCP/UDP/ICMP Flood aizsardziba; TCP skenésanas blokésana (Stealth
FIN/Xmas/Null); Ping no WAN blokésana

GARP pakesu sutiSana; ARP skenésana; IP-MAC piesaiste; ARP noteikSana

Ja, nepiecieSams Omada aparatiras, makona vai programmaturas
kontrolieris

Omada makona kontrolieris; Omada aparatiras kontrolieris; Omada
programmatdras kontrolieris

Ja, nepiecieSams Omada aparatiras, makona vai programmaturas
kontrolieris

Dynamic DNS (DynDNS, No-IP, Peanuthull, Comexe, pielagots DDNS)

timekla parvaldibas saskarne; attalinata parvaldiba; konfiguracijas
eksports un imports; SNMP v1/v2c/v3; diagnostika (Ping un Traceroute);
NTP sinhronizacija; portu spogulo$ana; CLI (tikai Standalone rezima);
Syslog; Speedtest

Ja, nepiecieSams Omada méakona kontrolieris

automatiska ieri¢u atklasana; inteligenta tikla uzraudziba; bridinajumi par
neparastiem notikumiem; vienota konfiguracija; parstartésanas grafiks;
autorizacijas portala (Captive Portal) konfiguracija

statiska marsrutésana; Policy Routing; RIP; OSPF
uz IP balstita

inteligenta slodzes lidzsvaro$ana; lietotném optimizéta marsrutésana;
savienojuma rezerve (Link Backup: Timing, Failover); tieSsaistes
noteikSana

One-to-One NAT; Multi-Net NAT; portu paradresacija; Port Triggering; NAT-
DMZ; FTP/H.323/SIP/IPsec/PPTP ALG; UPnP; NAT atspéjosana

uz IP balstits

no 0 °C lidz +50 °C

no —40 °C lidz +70 °C
10-90 %, bez kondensata
5-90 %, bez kondensata

Microsoft Windows 98SE, NT, 2000, XP, Vista vai Windows 7/8/8.1/10;
macOS, NetWare, UNIX vai Linux

CE, FCC
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Avots: razotaja oficiala tehniska specifikacija (https://www.omadanetworks.com/en/business-networking/omada-router-wired-router/er7406/), dati uz
21.10.2026. Razotajs var mainit specifikaciju bez iepriek$éja bridinajuma. Tulkojums latviesu valoda — Sareme Latvia SIA.

RaZotaja dokumentacija: https://www.omadanetworks.com/en/business-networking/omada-router-wired-router/er7406/
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