P SAREME

TEHNISKA SPECIFIKACIJA
Omada ES216G

Omada ES216G

16 portu gigabitu Easy Managed (vienkarsi parvaldams) komutators

KOMPLEKTACIJA

e Komutators ES216G

¢ Barosanas vads

¢ Gumijas kajinas

¢ Montazas kronsteini

e Skrives

e UzstadiSanas instrukcija

APARATURA
Interfeiss
Dzesésana
Uzstadisana
Fiziskas drosSibas sledzene
BaroSana
Izméri (P x D x A)

Parsprieguma aizsardziba

VEIKTSPEJA
Pakesu bufera atmina
Jumbo kadri
Komutacijas jauda
Pakesu parsutisanas atrums
MAC adresu tabula

Parsutisanas metode

Omada ES216G ir 16 portu gigabitu Easy Managed komutators ar 32 Gbps
komutacijas jaudu un bezventilatora konstrukciju, uzstadams uz galda vai
statné. Komutatoru var lietot atseviski (Standalone rezZima) ar Web saskarni
vai parvaldit centralizéti ar Omada kontrolieri un Omada lietotni.

GALVENIE PARAMETRI

= Porti: 16 x gigabitu RJ45

m  Komutacijas jauda: 32 Gbps

m  ParsitiSanas atrums: 23,8 Mpps

= VLAN: 802.1Q, idz 32 grupam

= Parvaldiba: Omada kontrolieris, Omada lietotne, Web GUI

m  Korpuss: bez ventilatora, rack, 294 x 140 x 44 mm

16 x 10/100/1000 Mbps RJ45 porti; Auto-Negotiation/Auto MDI/MDIX
bez ventilatora

galda, montaza statné (rack)

Ja

100-240 V~, 50/60 Hz

294 x 140 x 44 mm

16 kV

4 Mbit
15KB

32 Gbps
23,8 Mpps
8K

Store-and-Forward
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Omada ES216G

QO0s

QoS

Prioritasu rindas
Planosanas rezims
Rindu svaru konfiguracija
Joslas platuma kontrole

Storm Control

L2 FUNKCIJAS

Saisu agregacija
Cilpu novérsana
Plasmas kontrole
Portu spoguloSana
Portu statistika
LLDP

IGMP Snooping
VLAN

PARVALDIBA

Omada lietotne

Centralizéta parvaldiba

Piekluve no makona

Zero-Touch Provisioning

Parvaldibas funkcijas

VIDE

Darba temperatira
Uzglabasanas temperatira
Darba mitrums

Uzglabasanas mitrums

uz portiem balstits / 802.1p / DSCP QoS (atbalstits Standalone rezZima)
8

WRR (Weighted Round Robin)

Ja

uz portiem balstits atruma ierobezojums

vairaki kontroles rezimi (kbps/pps); apraides, multiraides un nezinamas
vienraides (unknown unicast) kontrole

statiska saiSu agregacija

Loop Prevention / Loopback Detection

802.3x Flow Control

One-to-One, Many-to-One; Ingress/Egress/Both
portu spogulo$anas statuss, datplismas statistika
802.1ab LLDP

IGMP v1/v2/v3 Snooping, Fast Leave

MTU VLAN, uz portiem balstits VLAN, 802.1Q Tag VLAN (Iidz 32 VLAN
grupam, 4K VID)

Ja; nepiecieSams Omada aparatiras, makona (Cloud-Based) vai
programmaturas kontrolieris

Omada makona (Cloud-Based) kontrolieris, Omada aparatiras kontrolieris,
Omada programmatdras kontrolieris

Ja; nepiecieSams Omada aparatiiras, makona (Cloud-Based) vai
programmatdras kontrolieris

Ja; nepiecieSams Omada makona kontrolieris (Omada Cloud Standard vai
Omada Cloud Essentials)

Web GUI, DHCP klients, kabe|u diagnostika, automatiska iericu atklasana,
grupveida konfiguracija, grupveida programmaparatiras atjaunina$ana un
vienota konfiguracija (ar Omada kontrolieri)

no -5 °C [idz +50 °C
no —40 °C Iidz +70 °C
10-90 %, bez kondensata

5-90 %, bez kondensata

SERTIFIKACIJA
Sertifikati FCC, CE

Avots: razotaja oficiala tehniska specifikacija (https://www.omadanetworks.com/en/business-networking/omada-switch-agile/es216g/), dati uz
21.10.2026. Razotajs var mainit specifikaciju bez iepriek$€ja bridinajuma. Tulkojums latvieSu valoda — Sareme Latvia SIA.

Razotaja dokumentacija: https://static.tp-link.com/upload/manual/2024/202412/20241230/ES220GMP(UN)_Multi-model_IG.pdf
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