P SAREME

TEHNISKA SPECIFIKACIJA
Omada ES228GP

Omada ES228GP

28 portu gigabitu Easy Managed komutators ar 24 PoE+ portiem

Omada ES228GP ir 28 portu gigabitu Easy Managed komutators ar 24 PoE+
portiem, 2 gigabitu RJ45 portiem bez PoE un 2 gigabitu SFP slotiem. PoE
jaudas budzets ir 250 W, lidz 30 W katram portam, un PoE parraide lidz 250
m. Uzstadams 19 collu statnég, parvaldams centralizeti ar Omada kontrolieri

un Omada lietotni.

GALVENIE PARAMETRI

m  Porti: 24x gigabitu PoE+ RJ45, 2x gigabitu RJ45, 2x SFP

m  PoE jaudas budzets: 250 W, lidz 30 W portam

m  PoE parraide: [1dz 250 m (Extend rezima)

= Komutacijas jauda: 56 Gbps

KOMPLEKTACIJA m Uzstadisana: 19 collu statné (1U)

e ES228GP komutators

¢ Barosanas kabelis

¢ Montazas kronsteini

¢ Montazas kajinas

e Skraves

e UzstadiSanas instrukcija

APARATURA

Saskarnes

= Parvaldiba: Omada kontrolieris, Omada lietotne

24x10/100/1000 Mbps PoE+ RJ45 porti (802.3af/at); 2x 10/100/1000

Mbps RJ45 porti; 2x gigabitu SFP sloti; Auto-Negotiation / Auto MDI/MDIX

Ventilatoru skaits 1
Uzstadisana
Fiziskas drosibas sledzene Ja
Barosana

Izmeéri (P x D x A)
Svars 2,4 kg
Aizsardziba pret parspriegumu 16 kV

Maks. energijas patérins

Maks. siltuma izdaliSana

POE
Standarts
PoE porti 24 porti
PoE jaudas budzets
Fast PoE / Perpetual PoE Ja
PoE Auto Recovery

PoE parraides attalums

Sareme Latvia SIA - Grencu iela 2E, Riga, LV-1029 - +371 28330074 - info@sareme.lv -

Statna (rack) montaza

100-240 V AC, 50/60 Hz
440 x 180 x 44 mm

802.3af PoE un 802.3at PoE+

www.sareme.lv

290,9 W (220 V / 50 Hz, ar 250 W PD slodzi); 301,5W (110 V / 60 Hz, ar
250 W PD slodzi)

989,06 BTU/h (220 V / 50 Hz); 1025,10 BTU/h (110 V / 60 Hz)

250 W visiem PoE+ portiem, maks. 30 W portam

Ja (Standalone rezima; kontroliera rezima IntelliRecover)

[ldz 250 m (Extend reZima, porta atrums 10 Mbps)


https://www.sareme.lv
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VEIKTSPEJA
Pakesu bufera atmina
Jumbo kadri
Komutacijas jauda
Pakesu parsutisanas atrums

MAC adresu tabula

PROGRAMMATURAS FUNKCIJAS

Pakalpojuma kvalitate (QoS)

L2 funkcijas

L2 Multicast
VLAN

Parsitisanas metode

PARVALDIBA

Omada lietotne

Centralizéta parvaldiba

PiekJuve no makona

Zero-Touch Provisioning (ZTP)

Parvaldibas funkcijas

* Piezime

VIDE
Darba temperatira
Uzglabasanas temperatira
Darba mitrums

Uzglabasanas mitrums

SERTIFIKACIJA
Sertifikati

4 Mbit

15 KB

56 Gbps
41,67 Mpps
8K

Port-based/802.1p/DSCP QoS (Standalone rezim3; kontroliera reZima QoS
Rule); 8 prioritasu rindas; plano$anas rezims WRR (Weighted Round Robin);
rindu svaru konfiguracija; joslas platuma kontrole: atruma ierobezosana pa
portiem; Storm Control: vairaki kontroles rezimi (kbps/pps), Broadcast/
Multicast/Unknown-Unicast kontrole

Statiska portu apvieno$ana (LAG): [1dz 4 grupam, lidz 6 portiem grup3;
portu izolacija; Loopback Detection; plismas kontrole 802.3x; portu
spogulosana (One-to-One, Many-to-One, Ingress/Egress/Both); portu
statistika (Port Mirror Status, Traffic Statistics); 802.1ab LLDP; IEEE
802.3az EEE

IGMP v1/v2/v3 Snooping; Fast Leave
802.1Q Tag VLAN: lidz 32 VLAN grupam, 4K VID

Store-and-Forward

Ja; nepiecieSams Omada aparatiiras, makona (Omada Central) vai
programmatdras kontrolieris

Omada makona kontrolieris (Omada Central); Omada aparatiras
kontrolieris; Omada programmatiras kontrolieris (nepiecieSama
kontroliera versija 6.1.0 vai jaunaka)

Ja; nepiecieSams Omada aparatiras, makona (Omada Central) vai
programmatdras kontrolieris

Ja; nepiecieSams Omada makona kontrolieris (Omada Central)

Timekla saskarne (Web GUI); DHCP klients; Kabelu diagnostika; ONVIF
(tikai kontroliera rezZima); Automatiska iericu atrasana*; Grupveida
konfiguracija*; Grupveida programmaparatiras atjauninasana*; Vienota
konfiguracija*

Funkcijam nepiecieSams Omada kontrolieris

no -5 °C [idz +50 °C
no —40 °C Iidz +70 °C
10-90 %, bez kondensata

5-90 %, bez kondensata

FCC, CE, RoHS

Avots: razotaja oficiala tehniska specifikacija (https://www.omadanetworks.com/en/business-networking/omada-switch-agile/es228gp/), dati uz
21.10.2026. Razotajs var mainit specifikaciju bez iepriek$€ja bridinajuma. Tulkojums latvieSu valoda — Sareme Latvia SIA.

Razotaja dokumentacija: https://www.omadanetworks.com/en/business-networking/omada-switch-agile/es228gp/
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