P SAREME

TEHNISKA SPECIFIKACIJA
Omada IES208G

Omada IES208G

8 portu gigabitu industrialais Easy Managed komutators

KOMPLEKTACIJA

IES208G komutators

DIN sliedes montazas kronsteins

Sienas montazas plaksnes
Uzstadisanas instrukcija
Barosanas bloks nav ieklauts

APARATURA

Saskarnes

Ventilators
Uzstadisana
BaroSana

Izmeéri (P x D x A)
Svars

Aizsardziba pret parspriegumu

IP aizsardzibas klase
Bojajuma relejs

Maks. energijas patéring
Maks. siltuma izdaliSana

MTBF

VEIKTSPEJA

Pakesu bufera atmina
Jumbo kadri

Komutacijas jauda

Pakesu parsitisanas atrums

MAC adresu tabula

Omada IES208G ir industrialais Easy Managed komutators ar 6 gigabitu
RJ45 portiem un 2 gigabitu SFP/RJ45 combo slotiem. Bezventilatora IP40
aluminija korpuss, DIN sliedes vai sienas montaza, darba temperattra no —
40 °C lidz +75 °C un 1+1 rezervéta 9,6—60 V DC baro$ana. Parvaldams
centralizéti ar Omada kontrolieri un Omada lietotni.

GALVENIE PARAMETRI

Porti: 6x gigabitu RJ45, 2x SFP/RJ45 combo
Komutacijas jauda: 16 Gbps

Barosana: 9,6-60 V DC, 1+1 rezervéta ieeja
Darba temperatira: no —=40 °C lidz +75 °C
Korpuss: IP40 aluminija, bez ventilatora

Parvaldiba: Omada kontrolieris, Omada lietotne

6x 10/100/1000 Mbps RJ45 porti; 2x gigabitu SFP/RJ45 combo sloti;
Auto-Negotiation / Auto MDI/MDIX

Bez ventilatora

DIN sliedes montaza; sienas montaza
9,6-60 V DC, 1+1 rezervéta baroSanas ieeja
129 x 95 x 45 mm

0,56 kg

16 kV kopéja rezima Ethernet portiem; 4 kV kopé€ja rezima DC baro$anas
ieejam

IP40

24V /1 Amaks. (normali slégts kontakts)

4,46 W (12 V DC); 4,17 W (24 V DC); 5,99 W (48 VV DC)

15,16 BTU/h (12 V DC); 14,18 BTU/h (24 V DC); 20,37 BTU/h (48 V DC)
863 865 h (25 °C)

4 Mbit
15KB

16 Gbps
11,9 Mpps
8K
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PROGRAMMATURAS FUNKCIJAS

Pakalpojuma kvalitate (QoS)

L2 funkcijas

L2 Multicast

VLAN

Parsutisanas metode
PARVALDIBA

Omada lietotne

Centralizéta parvaldiba

Piek|luve no makona

Zero-Touch Provisioning (ZTP)

Parvaldibas funkcijas

* Piezime

VIDE
Darba temperatira
Uzglabasanas temperatira
Darba mitrums

Uzglabasanas mitrums

SERTIFIKACIJA
Sertifikati

802.1p/DSCP prioritate; 8 prioritasu rindas; planosanas rezims WRR
(Weighted Round Robin); rindu svaru konfiguracija; joslas platuma kontrole:
atruma ierobezosana pa portiem; Storm Control: vairaki kontroles rezimi
(kbps/pps), Broadcast/Multicast/Unknown-Unicast kontrole

Statiska portu apvieno$ana (LAG): lidz 2 grupam, [idz 4 portiem grup3;
Loopback Detection; plismas kontrole 802.3x; portu spogulo$ana (One-to-
One, Many-to-One, Ingress/Egress/Both); portu statistika (Port Mirror
Status, Traffic Statistics); 802.1ab LLDP; Spanning Tree: STP (802.1d),
RSTP (802.1w)

IGMP v1/v2/v3 Snooping; Fast Leave

MTU VLAN; Port-Based VLAN; 802.1Q Tag VLAN: lidz 32 VLAN grupam, 4K
VID

Store-and-Forward

Ja; nepiecieSams Omada aparatiiras, makona (Omada Central) vai
programmatdras kontrolieris

Omada makona kontrolieris (Omada Central); Omada aparatras
kontrolieris; Omada programmatdras kontrolieris

Ja; nepiecieSams Omada aparatiras, makona (Omada Central) vai
programmaturas kontrolieris

Ja; nepiecieSams Omada makona kontrolieris (Omada Central)

Timekla saskarne (Web GUI); DHCP klients; Kabelu diagnostika; Digital

Diagnostic Monitoring (DDM); Automatiska ieri¢u atrasana*; Grupveida

konfiguracija*; Grupveida programmaparatiras atjauninasana*; Vienota
konfiguracija*

Funkcijam nepiecieSams Omada kontrolieris

no —40 °C Iidz +75 °C
no -40°Clidz +85°C
5-95 %, bez kondensata

5-95 %, bez kondensata

FCC, CE, RoHS

Avots: razotaja oficiala tehniska specifikacija (https://www.omadanetworks.com/en/business-networking/omada-switch-industrial/ies208g/), dati uz
21.10.2026. Razotajs var mainit specifikaciju bez iepriek$éja bridinajuma. Tulkojums latvie$u valoda — Sareme Latvia SIA.

Razotaja dokumentacija: https://www.omadanetworks.com/en/business-networking/omada-switch-industrial/ies208g/
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