P SAREME

TEHNISKA SPECIFIKACIJA
Omada SG2218P

Omada SG2218P

16 portu gigabitu Smart parvaldams PoE+ komutators ar 2 SFP slotiem

KOMPLEKTACIJA

SG2218P komutators
Stravas vads
UzstadiSanas instrukcija
Montazas kronsteini
Skruves

Gumijas kajinas

APARATURA

Saskarnes

Ventilatori
Fiziska droSibas slédzene

Parsprieguma aizsardziba

POE

Standarts
PoE+ porti

PoE jaudas budzets

Papildu PoE funkcijas

BAROSANA

Barosanas avots

Maks. energijas patéring

Maks. siltuma izdaliSana

Omada SG2218P ir 16 portu gigabitu Smart parvaldams komutators, kura visi
16 RJ45 porti atbalsta PoE+, un 2 gigabitu SFP sloti. Kopégjais PoE jaudas
budzets ir 150 W, komutators darbojas bez ventilatora un tiek montéts
statné. To var parvaldit centralizéti ar Omada kontrolieri un Omada lietotni vai
patstavigi caur timekla saskarni un CLI.

GALVENIE PARAMETRI

m  Porti: 16 x PoE+ RJ45, 2 x SFP

m  PoE jaudas budZzets: 150 W

m  PoE standarts: 802.3at/af, lidz 30 W uz portu
= Komutacijas jauda: 36 Gbps

m  DzeséSana: bez ventilatora

= Parvaldiba: Omada kontrolieris, Web GUI, CLI, SNMP

16 x 10/100/1000 Mbps PoE+ RJ45 porti (automatiska atruma noteiksana,
Auto MDI/MDIX); 2 x gigabitu SFP sloti

Bez ventilatora
Ir

+6 kV

802.3at/af
16 porti (I"dz 30 W uz portu)

150 W (noteikts laboratorijas testos; faktiskais PoE jaudas budzets nav
garantéts un ir atkarigs no klientu ierficem un vides apstakliem)

Fast PoE un Perpetual PoE

100-240 V AC, 50/60 Hz

172,9 W (220 V/50 Hz, 25 °C, ar pieslégtu 150 W PD slodzi); 178,2 W (110
V/60 Hz, 25 °C, ar pieslégtu 150 W PD slodzi)

588,00 BTU/h (220 V/50 Hz, 25 °C, ar pieslégtu 150 W PD slodzi); 605,81
BTU/h (110 V/60 Hz, 25 °C, ar pieslégtu 150 W PD slodzi)
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VEIKTSPEJA
Pakesu bufera atmina
Jumbo kadrs
Komutacijas jauda
Pakesu parsutisanas atrums

MAC adresu tabula

PROGRAMMATURAS FUNKCIJAS

Pakalpojuma kvalitate (QoS)

L2 un L2+ funkcijas

L2 Multicast

Papildfunkcijas

VLAN

Piekluves kontroles saraksts (ACL)

IPv6

MIB

DROSIBA

Drosibas funkcijas

4,1 Mbit

9 KB

36 Gbps
26,78 Mpps
8K

802.1p CoS/DSCP prioritate; 8 prioritates rindas; planosanas rezimi: SP
(Strict Priority), WRR (Weighted Round Robin); rindu svaru konfiguracija;
joslas platuma kontrole: atruma ierobezoSana péc porta/plusmas;
Smoother Performance; Storm Control: vairaki kontroles rezimi (kbps/
attieciba), apraides/multicast/nezinama unicast kontrole

32 IPv4/1Pv6 saskarnes; statiska marsrutésana: 32 IPv4/IPv6 statiskie
marsruti; DHCP serveris; DHCP Relay: DHCP Interface Relay, DHCP VLAN
Relay; DHCP L2 Relay; statiskais ARP, Proxy ARP, Gratuitous ARP; portu
apvienosana (Link Aggregation); Spanning Tree Protocol; cilpu noteikSana
(Loopback Detection); 802.3x plismas kontrole; portu spogulosana
(Mirroring); Device Link Detect Protocol (DLDP); 802.1ab LLDP/LLDP-MED

atbalsta 511 IGMP grupas (IPv4, IPv6); IGMP Snooping; Multicast VLAN
Registration (MVR); multicast filtréSana; MLD Snooping: MLD v1/v2
Snooping, Fast Leave, MLD Snooping Querier, statisko grupu konfiguracija;
ierobezots IP multicast: 256 profili, 16 ieraksti katra profila

automatiska ieri¢u atklasana; grupveida konfiguracija; grupveida
programmaparatdras atjauninasana; inteligenta tikla uzraudziba;
bridinajumi par neparastiem notikumiem; vienota konfiguracija;
parstartésanas grafiks (§im funkcijam nepiecieSams Omada SDN
kontrolieris)

lidz 4K VLAN grupam; 802.1Q Tag VLAN; MAC VLAN: 12 ieraksti; Protocol
VLAN; GVRP; Voice VLAN

[1dz 230 ierakstiem; laika diapazons (Time-Range), uz laiku balstits ACL;
MAC ACL, IP ACL, IPv6 ACL, kombinétais ACL; noteikumu darbiba: atlaut/
aizliegt; politikas darbibas: spogulo$ana, parvirziSana, atruma
ierobezosana, QoS parmarkésana; ACL noteikumu piesaiste: porta
piesaiste, VLAN piesaiste; plusmu darbibas: spogulo$ana un parvirziSana
(uz atbalstitu saskarni), atruma ierobezosana, QoS parmarkésana

IPv6 statiska marsrutéSana un ACL; IPv4/IPv6 dual stack; IPv6 saskarne;
MLD Snooping; IPv6 Neighbor Discovery (ND); Path MTU Discovery;
ICMPv6; TCPv6/UDPV6; IPVv6 lietotnes: DHCPV6 klients, Ping6, Tracert6,
Telnet (v6), IPv6 SNMP, IPv6 SSH, IPv6 SSL, HTTP/HTTPS, IPv6 TFTP

MIB Il (RFC1213); Bridge MIB (RFC1493); P/Q-Bridge MIB (RFC2674);
RADIUS Accounting Client MIB (RFC2620); RADIUS Authentication Client
MIB (RFC2618); Remote Ping, Traceroute MIB (RFC2925); TP-Link privatie
MIB; RMON MIB (RFC1757, RMON grupas 1, 2, 3,9)

AAA; 802.1X: uz portu balstita un uz MAC (resursdatoru) balstita
autentifikacija, autentifikacijas metodes PAP/EAP-MDS5, MAB, Guest VLAN,
RADIUS autentifikacija un uzskaite; IP/IPv6-MAC piesaiste: 512 ieraksti,
DHCP Snooping, DHCPv6 Snooping, ARP Inspection, ND Detection, ND
Snooping; IP Source Guard: 253 ieraksti, avota IP + avota MAC; IPv6 Source
Guard: 183 ieraksti, avota IPv6 adrese + avota MAC; DoS aizsardziba;
DHCP filtrs; statiska/dinamiska/pastaviga portu drosiba: lldz 64 MAC
adresém uz portu; apraides/multicast/unicast Storm Control: kbps/
attiecibas rezims; portu izolacija; drosa timekla parvaldiba ar HTTPS
(SSLv3/TLS 1.2); drosa CLI parvaldiba ar SSHv1/SSHv2; piek|uves kontrole
péc IP/porta/MAC
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PARVALDIBA

Omada lietotne

Centralizéta parvaldiba

Makona piekluve

Zero-Touch Provisioning

Parvaldibas funkcijas

Sistémas prasibas

KORPUSS
Izmeéri (P x D x A)
Montaza

Svars

VIDE
Darba temperatura
Uzglabasanas temperatira
Darba mitrums

Uzglabasanas mitrums

SERTIFIKACIJA
Sertifikati

Ja, nepiecieSams Omada aparatiras, makona vai programmaturas
kontrolieris

Omada makona kontrolieris (ieblvéta versija 5.15.22 vai jaunaka); Omada
aparatiras kontrolieris (ieblvéta versija 5.15.20 vai jaunaka); Omada
programmatras kontrolieris (ieblvéta versija 5.15.20 vai jaunaka)

Ja, nepiecieS8ams Omada aparatiras, makona vai programmaturas
kontrolieris

Ja, nepiecieSams Omada makona kontrolieris

timek|a saskarne (Web GUI); CLI caur Telnet; SNMPv1/v2c/v3; SNMP Trap/
Inform; RMON (1, 2, 3, 9 grupa); SDM veidne; DHCP/BOOTP klients; Dual
Image, Dual Configuration; CPU noslodzes uzraudziba; kabe|u diagnostika;
EEE; SNTP; sistémas zurnals; Dying Gasp; ONVIF; Digital Diagnostic
Monitoring (DDM)

Microsoft Windows XP, Vista, 7/8/10/11, macOS, NetWare, UNIX vai Linux

440 x 180 x 44 mm
Montaza statné (rack)

2,5 kg (péc razotaja datu lapas)

no -5 °C lidz +45 °C

no —40 °C lidz +70 °C

10-90 % RH, bez kondensata
5-90 % RH, bez kondensata

CE, FCC

Avots: razotaja oficiala tehniska specifikacija (https://www.omadanetworks.com/en/business-networking/omada-switch-access/sg2218p/), dati uz
21.10.2026. Razotajs var mainit specifikaciju bez iepriek$éja bridinajuma. Tulkojums latviesu valoda — Sareme Latvia SIA.

Razotaja dokumentacija: https://www.omadanetworks.com/en/business-networking/omada-switch-access/sg2218p/
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