P SAREME TEHNISKA SPECIFIKACIJA

U-Prox SE mini

U-Prox SE mini

Kompakts universals nolasitajs ar OSDP

U-PROX SE mini ir reguléjams universals SmartLine nolasitajs mobilajiem
identifikatoriem un bezkontakta kartem kompakta korpusa. Kopa ar lietotni
U-PROX ID tas |auj jebkura piek|uves kontroles sistéma izmantot viedtalruni
ka identifikatoru.

GALVENIE PARAMETRI

Mifare® 13,56 MHz, NFC, RFID 125 kHz un 2,4 GHz mobilie identifikatori

= Nolasisanas attalums: kartes I1dz 5 cm, mobilie identifikatori no 10 cm
[dz15m
m Interfeisi: Wiegand, RS-232, TouchMemory, OSDP v2.2 (OSDP Verified)
= Sifrétu Mifare® DESfire un Mifare® Plus kar$u nolasi$ana (AES)
KOMPLEKTACIJA m  |[P65, darba temperatira no =40 °C lidz +60 °C
e U-PROX SE mini m  Izmeri: 45x80x12,5mm, 70 g

o Uzstadisanas komplekts
« Atras lietoSanas pamaciba
NOLASTSANA

Mifare® 13,56 MHz

NFC 13,56 MHz

Maksajumu kartes

RFID 125 kHz

Mobilie identifikatori 2,4 GHz

Nolasi$anas attalums
Sifrétu kar$u nolasisana

Tuvuma sensors

1ISO14443A, 4,7, 10 baitu UID: Mifare® Classic 1K/4K, Mifare® Standard,
Mifare® Ultralight, Mifare® Hi-Memory, Mifare® Plus S 2K/4K, Mifare®
Plus SE 1K, Mifare® Plus X 2K/4K, Mifare® Plus EV1 2K/4K, Mifare®
DESfire, DESfire EV1, DESfire EV2, DESfire EV3

U-PROX ID (tikai Android)

PayPass, PayWave, Apple Wallet un Google Wallet kartes
ASK, FSK

U-PROX ID, U-PROX Tag, U-PROX Auto Tag

NFC, Mifare® un RFID 125 kHz - lidz 5 cm; 2,4 GHz mobilie identifikatori —
reguléjams no 10 cm lidz 15 m

Mifare® DESfire EV1/EV2/EV3 (AES); Mifare® Plus SL1/SL3 (AES);
Mifare® Classic (algoritms Crypto 1 ievainojamibas novérsanai)

metala detektors

SAZINA
Interfeisi Wiegand (automatiska izvéle, 26, 32, 34, 37, 40, 42, 56, 58, 64, 80 biti),
RS-232, TouchMemory, OSDP v2.2
OSDP OSDP Verified; OSDP Secure profile (AES Sifrésana)

Piesléeguma kabelis

Maksimalais kabela garums

8 dzislu
TouchMemory - lidz 30 m; Wiegand - Iidz 150 m; OSDP - [idz 1000 m

BAROSANA
Barosanas spriegums 9-15V DC
Stravas patérins [fdz 80 mA
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U-Prox SE mini

KORPUSS
Izmeri 45%x80x12,5mm
Svars 709
Darba temperaturas diapazons no —40 °C lidz +60 °C
Aizsardzibas klase (IP) IP65
Krasa melna
Korpusa materials ABS+PC plastmasa

PAPILDU INFORMACIJA

Paaudze U-PROX SmartLine nolasitaju otra versija
Programmaparatura 30.xx - vienota (all-in-one) programmaparatira
Programmaparatiras atjauninasana caur NFC (tikai Android)

Konfigurésana mobila lietotne U-PROX Config

Garantija 24 ménesi

Avots: razotaja oficiala tehniska specifikacija (https://u-prox.systems/en/uproduct/u-prox-se-mini/), dati uz 07.10.2026. Razotajs var mainit specifikaciju
bez iepriek$€ja bridinajuma. Tulkojums latviesu valoda — Sareme Latvia SIA.

Razotaja lietoSanas instrukcija: https://u-prox.systems/downloads/acs/en/U-PROX_SE_mini-EN.pdf
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